IN THE CLAIMS 



Please enter the following amendments in the claims: 



1. (Currently Amended) A mounting head allowing a user to adjustably mount an object to a rod 



stand , comprising: 



a cylindrical body, including 



i. 



a hollow interior; 



11. 



a first end; 



in. 



a second end; 



IV. 



a long axis; 



v. 



a rod opening passing completely through said cylindrical body in a direction 



b. 



c. 



d. 



which is approximately transverse to said long axis; 

vi. a threaded receiver proximate said first end; 

vii. a contraction proximate said second end; 

viii. an opening proximate said second end; 

a ball, located within said hollow interior of said cylinder, proximate said contraction, 
wherein said ball has a stem extending out said opening; 

a ball clamp, located within said hollow interior of said cylinder, proximate said 
contraction; 

object mounting means attached to said stem for mounting said object to said stem; and 
an adjustment kn o b, having a thread e d portion siz e d to engage said thre aded receiver 
in said eyfadried body, su that if said us c i places said rod thiough said rod opening 
and between said ball clamp and said Llu e aded portion; and then threads s aid Ll nodded 



portion of said adjustment knob inlu said llueadid receiver; said contraction will be 
drawn against said ball, thereby looking said ball iu place, and said rod will be clamped 
between said ball clamp and said fhi c ad u i poiti u n, tlieicby clamping said mounting 
head to said rod. a rod, said rod insertedlv situated within said ro d opening of said 
cylindrical body, wherein said cylindrical body is free to slid e up and down said rod and 
yaw around said rod, thereby allowing said user to adjus t the position of said cylindrical 
hodv on said rod: and 

£ an adjustment knob, having a threaded portion sized to engage said threaded receiver 
in said cylindrical body, so that if said user places said rod through said rod opening 
and between said ball clamp and said threaded portion, an d then threads said threaded 
portion of said adjustment knob into said threaded receiver, said co ntraction will be 
« drawn against said ball, thereby locking said ball in place, and said rod will be clamped 
between said ball clamp and said threaded portion, ther eby clamping said mounting 
head to said rod. 

2. (Original) A mounting head as recited in claim 1 , further comprising a bar clamp, located within 
said hollow interior of said cylinder between said ball clamp and said threaded portion of said 
adjustment knob, so that if said user places said rod through said rod opening and between said 
ball clamp and said bar clamp, and then threads said threaded portion of said adjustment knob 
into said threaded receiver, said contraction will be drawn against said ball, thereby locking said 
ball in place, and said rod will be clamped between said ball clamp and said bar clamp, thereby 
clamping said mounting head to said rod. 



(Original) A mounting head as recited in claim 2, further comprising a washer located between 
said bar clamp and said threaded portion of said adjustment knob. 

(Original) A mounting head as recited in claim 1, wherein said object mounting means 
comprises: 

a. a mounting plate having a first vee lock interface, a through hole, and a separate 
threaded hole; 

b. wherein said stem on said ball has a second vee lock interface shaped to lock into said 
first vee lock interface on said mounting plate; 

c. a mounting screw, passing through said ball, through said through hole on said 
mounting plate, and into said object; and 

d. a dog screw passing through said separate threaded hole and into said object. 

(Original) A mounting head as recited in claim 1, wherein: 

a. said ball clamp has a first end and a second end; 

b. said first end of said ball clamp opens into a ball receiver shaped to receive said ball; 
and 

c. said second end of said ball clamp opens into a rod receiver shaped to receive said 
rod. 

(Original) A mounting head as recited in claim 2, wherein: 



a. said ball clamp has a first end and a second end; 

b. said first end of said ball clamp opens into a ball receiver shaped to receive said ball; 
and 

c. said second end of said ball clamp opens into a rod receiver shaped to receive said 
rod. 

(Original) A mounting head as recited in claim 6, wherein: 

a. said bar clamp has a first end and a second end; and 

b. said first end of said bar clamp opens into a rod receiver shaped to receive said rod. 

(Original) A mounting head as recited in claim 7, wherein: 

a. said ball clamp includes a flat on said second end of said ball clamp; 

b. said bar clamp includes a flat on said first end of said bar clamp positioned to bear 
against said flat on said ball clamp. 

(Original) A mounting head as recited in claim 3 wherein said washer is a belleville washer. 

(Original) A mounting head as recited in claim 1, wherein said opening proximate said second 
end of said body includes an access notch. 

(Original) A mounting head as recited in claim 2, wherein said opening proximate said second 



end of said body includes an access notch. 



12. (Original) A mounting head as recited in claim 3, wherein said opening proximate said second 
end of said body includes an access notch. 

13. (Original) A mounting head as recited in claim 4, wherein said body further comprises a wrench 
access hole passing into said hollow interior, positioned to allow access to said mounting screw 
from outside said body when said ball is within said body. 

14. (Original) A mounting head as recited in claim 2, wherein said object mounting means 
comprises: 

a. a mounting plate having a first vee lock interface, a through hole, and a separate 
threaded hole; 

b. wherein said stem on said ball has a second vee lock interface shaped to lock into said 
first vee lock interface on said mounting plate; 

c. a mounting screw, passing through said ball, through said through hole on said 
mounting plate, and into said object; and 

d. a dog screw passing through said separate threaded hole and into said object. 

15. (Original) A mounting head as recited in claim 3, wherein said object mounting means 
comprises: 

a. a mounting plate having a first vee lock interface, a through hole, and a separate 



threaded hole; 

b. wherein said stem on said ball has a second vee lock interface shaped to lock into said 
first vee lock interface on said mounting plate; 

c. a mounting screw, passing through said ball, through said through hole on said 
mounting plate, and into said object; and 

d. a dog screw passing through said separate threaded hole and into said object. 

(Original) A mounting head as recited in claim 5, wherein said object mounting means 
comprises: 

a. a mounting plate having a first vee lock interface, a through hole, and a separate 
threaded hole; 

b. wherein said stem on said ball has a second vee lock interface shaped to lock into said 
first vee lock interface on said mounting plate; 

c. a mounting screw, passing through said ball, through said through hole on said 
mounting plate, and into said object; and 

d. a dog screw passing through said separate threaded hole and into said object. 

(Original) A mounting head as recited in claim 6, wherein said object mounting means 
comprises: 

a. a mounting plate having a first vee lock interface, a through hole, and a separate 
threaded hole; 

b. wherein said stem on said ball has a second vee lock interface shaped to lock into said 



first vee lock interface on said mounting plate; 

c. a mounting screw, passing through said ball, through said through hole on said 
mounting plate, and into said object; and 

d. a dog screw passing through said separate threaded hole and into said object. 

(Original) A mounting head as recited in claim 7, wherein said object mounting means 
comprises: 

a. a mounting plate having a first vee lock interface, a through hole, and a separate 
threaded hole; 

b. wherein said stem on said ball has a second vee lock interface shaped to lock into said 
first vee lock interface on said mounting plate; 

c. a mounting screw, passing through said ball, through said through hole on said 
mounting plate, and into said object; and 

d. a dog screw passing through said separate threaded hole and into said object. 

(Original) A mounting head as recited in claim 8, wherein said object mounting means 
comprises: 

a. a mounting plate having a first vee lock interface, a through hole, and a separate 
threaded hole; 

b. wherein said stem on said ball has a second vee lock interface shaped to lock into said 
first vee lock interface on said mounting plate; 

c. a mounting screw, passing through said ball, through said through hole on said 



mounting plate, and into said object; and 
d. a dog screw passing through said separate threaded hole and into said object. 

(Original) A mounting head as recited in claim 9, wherein said object mounting means 
comprises: 

a. a mounting plate having a first vee lock interface, a through hole, and a separate 
threaded hole; 

b. wherein said stem on said ball has a second vee lock interface shaped to lock into said 
first vee lock interface on said mounting plate; 

c. a mounting screw, passing through said ball, through said through hole on said 
mounting plate, and into said object; and 

d. a dog screw passing through said separate threaded hole and into said object. 



